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The PSA and PSHA and new PSDA switches are 

Australian designed and made, has been a huge 

success we are now exporting  them all over the 

world 

The PSA has adjustment ranges from 0.4 Bar up to 

10 bar with a 35 bar over pressure. Brass  or 

Stainless Steel Body 

PSHA has adjustment ranges from 0.5 bar through 

to 250 bar. Ni   Plated Steel or Stainless steel   
Bodies Available 

New the  PSDA Differential switch for  

water filter application adjustable from 15 kpa 

upto 5 bar  when using just the hi side and be used 

as a straight pressure switch  with only and aver-

age  10 kpa differential 
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Any data sheets can be downloaded from the internet, 

  www.baccara.com.au 
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New Catalogue Online! 
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Baccara Automation Control P/L  encourages 

blanket orders with up to 6 months release, con-

tact our sales department for extra savings. 

 

 

As always we thank all our  customers for 

their support and look forward to an exciting 

2012�
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These are ideal for industrial applications 

at irrigation prices  please talk to our sales 

team for further information. 
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��&,����� flow meter for small flows can be 

panel mounted, this unit makes a good flow control 

unit with its built in needle valve flow ranges from 

100cc min up to 100 l/min,  or without flow control 

from 1/2” to 21/2” bsp and ranges from   

100 l/hr to 60 mtrs/hr ,�
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 The EZ View flow meters are very easy to read  ideal for 

high flow rates  they are of a spring loaded orifice type  and 

Can be installed in any orientation they come in an  10 flow  

Ranges    sizes from 1 “ through to 2” with a max flow of 380 

L/Min in the 2” size  Clear Poly Casing enables  you to see 

the  contaminants in the media. 

Ask Peter for a 

data sheet on our 

programmable  

Controllers ! 
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Now available these simple insertion Bi 

metal thermometers are ideal for the 

winery industry and power generation.  

It fits neatly into our range for simple 

recording methods just fit and forget no 

adjustment needed ; 

It is a very economical option for those 

wishing to go the extra mile. 

Only $20.00   plus GST 

New 1/2 low cost Plastic 

flow switch  

  The flow switch you need              

when space and reliability is 

a problem. 

 

 

This range of level switches  is 

designed for easy installation,  

and most suitable for chemical 

applications. 

 Optional materials available or 

can be supplied with a reversi-

ble float to change from N.O  

to N.C. indication  if required. 
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and water tight to IP66 avail-

able ask our sales team for 

information. 

Just one of the 

many options 

available 

Ask our sales team    

for information 

        Phone        

   03  9728 3111 
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���)������� having trouble getting that 

special  requirement the sales staff at 

Baccara  will work to provide the 

right advice for the right job. 

As a team we will succeed 

Did you know 
 
1 gallon of used motor oil 
can ruin  1 million gallons 
of fresh water. 
 
In Tokyo  a bicycle is 
faster than a car for most 
trip’s under 50 minutes 
 
A dolphins and people are 
the only creatures that 
have sex for pleasure  
 
In Kentucky its illegal to 
drive a car when asleep 
 
Right handed people live 
an average of 9 years 
longer  than left handed 
people do 
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16/205 Liverpool Road 

Phone: 61 3 9728 3111 

Fax:     61 3 9728 3088 

Email: sales@baccara.com.au 

N E W  C A T A L O G U E  O N L I N E !  

POSSIBLE APPLICATIONS 

1. Can be used to measure the flow of cooling fluids to lasers. 

2. Can be used to verify the flow for snow making machines. 

3. Chillers systems that use cold water can be monitored. 

4. Air for Aluminum extrusion machines can also be monitored. 

5. Mining equipment requires lubricating oils that need monitoring. 

6.  May be used for measuring the amount of  wetting agent used in mines for 

Spraying on coal dust   to reduce the risk of explosion. 

7. For measuring the flow of water or chemical in water treatment systems, mines 

for spraying on coal dust to reduce the risk of explosion. 

8. Just a few of the many application for this  type of unit 

9. For measuring the flow of water or chemical in water treatment systems 

Just a few of the many applications for this  type of unit. 
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S I M P L E  S O L U T I O N S  
F I R S T  
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We are on the net 

www.baccara.com.au 

Baccara Automation Control P/L. 

Name …………………………………………………                Please send me more information on. 

Position ………………………………………………                Flow switches         Pressure switches   Solenoid Valves 

Company…………………………………………….. 

Address ………………………………………………               Flow Meters      Level Switches    Thermometers 

………………………………………...Post Code …… 

Phone ………………Fax ………………… Email ……………………….. Send this form with your next order and                  

                                                                                                                                receive a further 10% discount Valid till Sept 30th 2008 
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